THE ORIGINAL
BUMPER POST SLEEVE

Patented and Patents Pending

SPECIFICATIONS: . _

BUMPER POST SLEEVE () o~

MATERIALS: | |

Dome Top -- Lo-Density

Thermoplastic Polyethylene (LDPE)

W/ Ultra-Violet And Anti-Static Additives

.250 Nominal Wall Thickness

THE FOLLOWING PIPE DIAMETERS: - 3

3.3 112", 4".5% 6", 7", 8" and. 107 i

ADDITIONAL OPTIONS: 6" Slecve 47 Slecve

Patented Installation Tape Included with each Sleeve

Custom Logos. heights and colors available. call for special pricing on Logos.

There 1s a $50.00 custom color charge for custom colors of 50 or fewer.

Reflective stripes available in red. yellow. or white.

Two stripes of 3/4”reflective tape add an additional $5.00 per sleeve

BUMPER POST SLEEVE

FITS PIPE Diameter = PART NUMBER HEIGHT

Outside Diameter

340" BPD-YL-3-60-S 60"
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59/16" BPD-YL-5-71-S 1"

6 5/8" BPD-YL-6-52-S 52"

6 5/8" BPD-YL-6-60-S 60"

6 5/8" BPD-YL-6-65-S 65"

6 5/8" BPD-YL-6-84-S 84"

7 5/16" BPD-YL-7-56-S 56"

8 5/8" BPD-YL-8-60-S 60"

8 5/8" BPD-YL-8-52-S 52"

8 5/8" BPD-YL-8-69-S 69"

11 BPD-YL-10-69-S 69"




